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Completely water-tight cable entry 

sealed epoxy resin.

Durable cast iron outer in semi-interior 

construction case achieves superior heat 

dissipation.

Stainless steel strainer.

Oil–free hermetically sealed, with built-in 

thermal over load protector.

3 phase, 2 pole, 50Hz 2850rpm, 

Insulation Class F, Protection Type IP68.

pH 6-8

Inlet Plate & Pump Casing are made of 

wear-resistant ductile iron to withstand 

very abrasive liquids.

Max. liquid temperature : 40°C (104°F)

Depth submerged is down to 10m

General construction & civil engineering 

application.

Tunnel & subway construction, mining 

and reclamation operation.

Deep-well pre-dewatering.

Popular usage in tunnel, subway 

and river water intake, mining and 

reclamation operation for Deep well pre-

dewatering. 
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Impeller   Chromium iron casting

Casing    Ductile Cast Iron

Strainer   Stainless Steel 304

Shaft    Stainless Steel 420

KT   2   37

Pump Model

Outlet (2”)

Power (3.7kW) 

DAYES (VN) CO.,LTD 

PERFORMANCE CURVE - KT

MATERIALS
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Hose
Coupling

Discharge Outlet

Oil Casing

Bottom Plate

Strainer

Pump Casing

Shaft Sleeve

Oil Plug

Oil Lifter

Mechanical 
Seal

Handle

Impeller
Suction Cover

Head
(m)

40

30

20

10

0
0

0 12 24 36 48 60 72 84

500 1000 1500 Ltr/mnt

m³/hr

KT-237

KT-222

KT-215

KT-322

KT-315

KT-337

KT-455

KT-437

0 3.3 6.7 10 13.3 16.7 20 23.3 L/s

Head
(m)

50

40

30

20

10

0
0 1000 2000 Ltr/mnt

0 24 48 72 96 120 144 m³/hr

0 6.7 13.3 20 26.7 33.3 40 L/s

KT-4110

KT-475

KT-355

KT-455 KT-675

KT-6110

Dewatering Pump45



DAYES (VN) CO.,LTD 

The right choice

Model
Output Outlet Rated Maximum Dimension Weight Pass Solids

hcnIWk mmPH Head (M) Flow (l/m) Head (M) Flow (l/m) )mm( H x W x L mmgK
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